Virtual COM port (VCP) drivers cause the USB device to appear as an additional COM port available to the PC.  Application software can access the USB device in the same way as it would access a standard COM port.   FTDI’s CDM drivers provide Virtual Com Port (VCP) functionality through a single driver install file <CDM 2.08.14_SETUP.exe>  

FTDI CDM Drivers 2.08.14 - Revision Comments 
FTDI’s CDM drivers provide both D2XX and VCP functionality through a single driver package on PCs running the following Windows operating systems:

· Windows Server 2008 R2

· Windows 7

· Windows 7 x64

· Windows Server 2008

· Windows Server 2008 x64

· Windows Vista

· Windows Vista x64 

· Windows Server 2003

· Windows Server 2003 x64

· Windows XP

· Windows XP x64
The files included in a standard CDM release are:

· Installation files

· FTDIBUS.INF

· FTDIPORT.INF

· Driver files

· FTDIBUS.SYS (32-bit) 
· FTDIBUS.SYS (64-bit)

· FTSER2K.SYS (32-bit)
· FTSER2K.SYS (64-bit)

· D2XX Interface

· FTD2XX.H 

· Dynamic library

· FTD2XX.DLL (32-bit)

· FTD2XX.DLL (64-bit)

· FTD2XX.LIB (32-bit)

· FTD2XX.LIB (64-bit)
· Static library

· FTD2XX.LIB (32-bit)

· FTD2XX.LIB (64-bit)
· Supporting files

· FTLang.DLL (32-bit)

· FTLang.DLL (64-bit)

· FTCSERCO.DLL (32-bit)

· FTCSERCO.DLL (64-bit)

On making a new release the files will be posted on FTDI’s web site 
Release version

2.08.14 (March 16, 2011)

WHQL certified release.

Release Fixes

· Resolved potential lock-up or BSOD when buffers are full.

Release version

2.08.12 (February 28, 2011)

Interim version with bug fixes.

Release Fixes

· Added support for FT232H devices.

· Resolved memory leak when D2XX only.

· Fixed thread synchronisation issue which could cause application deadlock.

· Fix to enable automatic hardware flow control if flow control is set after manually toggling RTS or DTR.

· Resolved potential lock-up issue on surprise removal.

· Resolved VCP open port hang on resume issue.

· Resolved potential BSOD on surprise removal.

· Fixed increasing COM port assignment issue when upgrading driver.

· COM port now accessible without unplug/replug after changing COM port number in advanced property page.
Release version

2.08.08 (November 16, 2010)

Interim version with bug fixes.

Release Fixes

· Fix power hang on COM port write timeout.

· Fix D2XX write timeout always returning 0 bytes written.

· Added new function FT_GetQueueStatusEx – returns unclipped number of bytes available to read.

· Corrected use of extended sub-integer baud rate divisors for some devices.
· Resolved issue where reads could fail to timeout resulting in FT_IO_ERROR.

· Fixed issue when resuming an open D2XX port with data transferring. 
· Removed detection of error when application requests RTS_CONTROL_TOGGLE handshaking.
Release version

2.08.02 (August 11, 2010)

WHQL version with various bug fixes and enhancements.

Release Fixes

· Improved read performance, particularly for faster interface modes such as the FT2232H single channel synchronous FIFO mode.

· Updated co-installer now allows specifying the index that COM port allocation should begin at.

· Detect error when application requests RTS_CONTROL_TOGGLE handshaking since this is not supported in hardware.

· Corrected error when setting baud rates for hi-speed devices.

· Fixed bug which caused FT_GetCOMPortNumber to fail.

· Added more languages to FTLang:

· Portuguese

· Fixed issue where Rx character events could stop being signalled.

· Resolved issue where location IDs were not returned for hosts above index 10.  

Release version

2.06.02 (March 31, 2010)

Interim version with bug fixes.

Release Fixes

· Fix power management issues on Vista and Windows 7.

· Resolved issue with resuming an open COM port when returning from suspend.

· Resolved data loss issue when resizing buffers with hi-speed devices.

Release version

2.06.00 (October 22, 2009)

WHQL certified version with various bug fixes and enhancements.

Release Fixes

· Corrected buffer optimisation for hi-speed devices.

· Fix BSOD when terminating application with full buffers after disconnect.

· Prevent data being written to hi-speed chips until baud rate has stabilised.

· Fix XOn/XOff issue.

· Fix BSOD when connecting an FT232R/FT245R with endpoint size of 0.

· Fix possible BSOD when opening hi-speed device with full buffers.

· Added ability to alias hi-speed baud rates up to 12Mbaud.

· Added more languages to FTLang:

· Dutch

· Corrected positioning of controls on property page for some display settings.

· FTLang will now detect current user interface language rather than Windows system language.


Using the install executable file installs the USB driver automatically without using the "Found new hardware wizard"  for Windows 2000 / XP / & Vista

Run the <CDM 202.08.14_Setup.exe> file and when it completes plug in the USB cable to the 98XX printer to allow Windows to detect the printer and complete the installation.  

Use Windows Control Panel to specify which Com Port to assign for older applications which do not support ports above Com 4.

When you run the file it will appear as shown and then close automatically.
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To see which com port was assigned go into the Control Panel and double click the system icon.

[image: image2.png]Eysiem




Go to the Hardware Tab and use the [image: image3.png]


 to navigate and expand out the Ports (COM & LPT).
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If the com port needs to be changed to a different # Right click on the USB Serial Port and then choose Properties folllowd by the  [image: image6.png]Fort Seftings



 tab.
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Click the [image: image9.png]


 button and select the desired com port you wish to use.
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